
  IP-  Web-

 :

  IP- Panasonic  i-Pro  Web-
  IP- Samsung  Web-
  IP- Mobotix  Web-
  IP- Sony  Web-

 

  IP- Panasonic  i-Pro  Web-

 ,  IP- Panasonic            MJPEG  MPEG-4,     MJPEG   5(10)   .i-Pro

  IP- Samsung  Web-

     IP- Samsung SNC-B2315        >   > .      0     IP   .         1  10        .Setup Video & Audio Configuration Input Gain Input Gain Input Gain

IP- Samsung SNC-M300P        MJPEG  MPEG-4.  ,     MJPEG- ( Frame Rate)   25 /,       MPEG-4    3 /.         25 /   Frame Rate MJPEG-.

  IP- Mobotix  Web-

   Mobotix MX-Q22M-Sec-D11         .Setup Menu Display Mode

   Display Mode  

Full Image 2048*1536

Normal 1456*1088

Surround 1456*1088

Panorama 2048*768

Double Panorama 1456*1088

Focus Panorama 1456*1088

.

    IP-  Web-        .

.

 IP      WV-NP1000\1004, WV-F284, WV-NP240\244, WV-NS202  .i-Pro



1.  
2.  

  Mobotix MX-Q22M-Sec-D11  ,     .         Normal.

  IP- Sony  Web-

   IP- Sony SNC-CM120   .         .Light Funnel Setting -> Camera -> Sense up

          :Light Funnel 

 ;
  (  MJPEG).

       Light Funnel:

       

   Light Funnel     Light Funnel

          10    30   

  (  MJPEG)         (1280*960)

 (960*720)

 (640*480)

 (640*480)

.

         ,       .Double Panorama

.

 ,          ,     . Light Funnel


	Особенности настройки IP-устройств через Web-интерфейс

